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Technical data

Axes Control
X-axis 420 mm Industrial PC with multi-axes processor
Y-axis 420 mm Operating system Microsoft Windows®
Z-axis 270 mm Display Touch screen LCD TFT monitor 177
C-axis 360°
E-axis 360° manually Measuring
D-axis 150° .
Positioning accuracy of CNC-axes 0,001 mm 3-D measuring system
‘?‘\:)F:Etzltb?gc tracy of CHC ax;s 0 x 560 mmofgqfli;rig; optional: additional 3-D measuring probe for auto-
Mesiirmur- ool dismstar 700 mm* matic recording of electrode parameters
Tool collet 1SO 40
;s Dimensions
optional- 800 mm Machine 2950 x 1400 x 2150 mm
Operator’s console 520 x 600 x 600 mm
Weight 2500 kg
Work space requirement 6000 x 4000 x 3000 mm
Ventilation
Air capacity 600 m3/h
Filter class Stationary filter class “S”
Safety systems
Double safety through two self-sustaining fire war-
ning systems.
B At impending danger the eroding process is auto-
Z | et matically stopped at once.
e Fire extinguishing system CO2 Fill-up quantity 6 kg

Electrical data
Input voltage 8 KW /230/400 VAC — 50 Hz / 60 Hz

Fuse 400V /20 A
Network configuration TN-S system
Color

RAL 7016 / RAL 9006 / RAL 9007
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