
Your PCD tools are our expertise

Production of all new tooling
Non-ferrous metals, wood, and composite materials

Servicing of all PCD
For our tools and for other manufacturers’ products

Economical solutions to advance your performance
High-level cutting operations requiring PCD do not always need new systems.
We recondition your used tooling into highly advanced PCD tools.

Mills
max. length 370 mm (14.50”) from gage
max. Ø (face/bore tooling)  200 mm (8”)

End mills min. Ø 5 mm (2 flutes), 2 mm (single flute)

Reamers min. Ø 6 mm (2 flutes)

Tools needing rotary grind max. length 370 mm (14.50”) from gage

Saw blades max. Ø 765 mm (30”)

Drills min. Ø 3 mm (special type applications)

PCD inserts available in various dimensions

Regrinds 1 - 3 weeks

Retips 3 weeks

Turning/Grooving/Threading/Milling · inserts 3 - 6 weeks

Milling/Drilling/Reaming/Saw Blades · steel or carbide body 6 - 8 weeks

Milling/Drilling/Reaming · preform carbide body 8 weeks

Milling/Drilling/Reaming · integrated shank type 9 - 11 weeks

PRODUCT 
RANGE

   new

Contact us at 800-LACH-USA for additional information!
LACH DIAMOND INC. · 4350 AIRWEST DRIVE SE, GRAND RAPIDS, MI  49512
www.lachdiamond.com

PCD insert »IC-plus«

made in Grand Rapids, MI  USA

   new

   new

   new

SERVICES &
LEAD TIMES

Can be as short as 1 day
per circumstance, 
expedite fee may apply


